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	REQUIREMENT DEFINITION SHEET


General information
	Name and First Name: 
	Division, department and position:

	Telephone (direct line):
	E-mail :

	Company: 

	Address:

	Post Code:
	Town:
	Country:

	Switchboard n°: 
	Web site:


Requirement definition
	Material required:

	Bearing size

	Inner diameter (Ø d):
	Outer diameter (Ø D):
	Total width(B):

	ADR references:

	Or equivalence:

	Customer specification or drawing:

	Quantity for test (prototyping): 
	Potential for industrialisation:

	Documentation (FAI, statement of conformity…):


Operating conditions:
	Application/project name:

	Bearing configuration:

Single bearing   FORMCHECKBOX 

	(bearing configuration see p.48-53)

Duplex / Super duplex  FORMCHECKBOX 
 (DO, DX or DT) 
	(Bearing Qty, bearing configuration see p 25, 48 - 53)
Multiplex / Super multiplex  FORMCHECKBOX 
 (QOT, QXT…)

	Type of bearing:

Deep groove  FORMCHECKBOX 
 
	Angular contact  FORMCHECKBOX 

	4 contact-points  FORMCHECKBOX 

	Other to be specified :

	Rotating ring:
	Rotation type:
	Rotation speed:

	Inner ring  FORMCHECKBOX 
 or Outer ring  FORMCHECKBOX 

	Continuous  FORMCHECKBOX 
 or Oscillatory  FORMCHECKBOX 

	Mini.: 
	Nom.:
	Maxi.:

	Operating temperature (°C): Mini.:
	Nom.:
	Maxi.:

	Axial load (N):
	Cantilever load (mm):

	Radial load (N):
	Moment (N.m):
	

	Life time (hours or numbers of rotations):

	Vibratory environment (Acceleration grms):

	Centre of gravity + supported mass (mm+kg):

	Chocks (g):
	Time (ms):

	Rotation precision (wished radial run out µm):

	Vibration quality of the bearing (µm/s):
	Low  FORMCHECKBOX 
 (W201)
	Very low  FORMCHECKBOX 
 (W101 or 100)

	Friction torque (cN.cm):

	Other:


Environment
	Magnetism:
	Vacuum:

	Corrosive environment:
	Space:

	Humidity:
	Cleanliness class:

	Other:



	

	Specific requirement 


	Sketch (please attach a drawing if possible) 


	ADR bearing designations (See catalogue on page 16-17)

	Position
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15

	Definition
	Material
	Outer shape
	Dimension reference
	Inner shape
	Shields/Seals
	Cage/Retainer
	Tolerances
	Radial interne clearance
	Preload and duplex configuration
	Vibration level
	Passivation
	Torque
	Diameter calibration
	Lubrication
	Specification

	Ex
	W
	F
	623
	
	ZZ
	
	T4
	3
	
	
	
	MR
	CCL12
	H47
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